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Development of the operational energy requirements
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Focus on building life cycle

SBi—21/10/2019

Construction process stage
® Transport
Productstage ® Construction
* Raw material supply installation process

* Transport
& Manufacturing H

[ oo c]
& I k 5 Benefits and loadsheyond 3 Use stage
the system boundary * Use
* Reuse, recovery,and = Maintenance

‘ recycling potential * Repair
& Replacement
# Refurbishment

* Operational use

End-of-life stage of energy
* Demolition * Waste processing # Operational use
® Transport & Disposal of water
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Whole life carbon assessment for buildings

Emissions related to Emissions related to

Building materials
Operational energy
(Embodied) consumption
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Greenhouse gas emissions related to built environment on global scale

Emissions related to

materials for buildings Emissions related to
and infrastructure Operational energy
(Embodied) consumption

)

28%

11%

Bringing embodied carbon upfront, WGBC 2019
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How does it look Ilke for the
buildings we are building today?
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Whole life carbon assessment for an office building — an example

Replacements:

- Floor (15 years)

- Windows (30 years)

- Heatingsystem (30 years)
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Replacements:
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- Heatingsystem (30 years)
- Facade (30 years)
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There is a large potential to reduce the embodied impacts
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How can we reduce the embodied carbon of buildings?
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(‘ SBi rapport 08:2017
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Carbon reduction potential

00%

1

Build nothing

Explore alternatives

Build less

Maximise use of existing assets

Build clever

CARBON REDUCTION POTENTIAL

Optimise material usage and design
with low carbon materials

Build efficiently

Use low carbon construction
technologies and eliminate waste

>
5
S
3
&s“
Qo
o 6&

PROJECT DEVELOPMENT STAGES

The potential within the existing
buildings: Renovation of existing
buildings

The potential to reduce impacts of new
buildings
* Design strategies

» Choice of materials
« Circular economy strategies
« Size

HM Treasury: Infrastructure Carbon Review, 2013 i World GBC: Bringing embodied carbon upfront, 2019
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Limited carbon budget left in order to stay below 1.5°C

This budget left, is needed to invest in Therefor: New buildings should already
reducing existing (buildings) eTissiuns! comply w#h buiding regulations of 2050 !
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Ronald Rovers, www.ronaldrovers.com
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http://www.ronaldrovers.com/

How can we reduce the embodied carbon of buildings?

« ltis time to take some steps in the right
direction

* Some big steps

. ——
+ ldentify the drivers and solutions that are % j_,d
necessary g » JF/:, f
- to start building only these buildings from - < j
now on

* toreach net zero emission buildings in O
2050 U g

4 60 80 100

Ar
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EBC &8

Enangy in Buikiings and
Comrrunities Programme

International Energy Agency

Strategies for Reducing Embodied Energy and Embodied
GHG Emissions

Guideline for Designers and Consultants - Part 2
IEA EBC Annex 57
September 2016

EBC is a programme of the International Energy Agency (IEA) ‘:n..w!‘mxm



Energy & Buildings 165 (301E) 315-47

Contents lists available at ScienceDirect
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Energy & Buildings

journal homapage: www.elseviercomdocate/enbuild

Design and construction strategies for reducing embodied impacts
from buildings - Case study analysis ol

Tove Malmqvist®*, Marie Nehasilova®, Alice Moncaster®, Harpa Birgisdottir®, Freja Nygaard
Rasmussen®, Aoife Houlihan Wiberg®, José Potting



Design strategies for reducing embodied emissions

« Substitution of materials
» Natural Materials for load bearing structures
* Natural materials
* Recycled & reused materials and components
* Innovative materials
* Reduction of resource use
« Light-weight constructions
* Building form and design of layout plan
» Design for flexibility and adaptability
* Low maintenance and service life extension
* Reuse of building structures
* Reduction of construction stage impacts
+ Design for low end of life impacts
» Design for low impact of end-of-life stage

«
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Design strategies for reducing embodied emissions

Substitution of materials
* Natural Materials for load bearing structures m—)
* Natural materials
* Recycled & reused materials and components
* Innovative materials
Reduction of resource use
« Light-weight constructions
* Building form and design of layout plan
» Design for flexibility and adaptability
* Low maintenance and service life extension
* Reuse of building structures
Reduction of construction stage impacts
Design for low end of life impacts
» Design for low impact of end-of-life stage

«
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1. Concrete

VE.

timber frame

VS,

{ rammed earth

' 3. Brick/timber |

VS,

i strawbale |

27-77% reduction
compared to

concrete, masonry

and steel 18



Supported by recent Danish cases (SBI 08:2017)

Kontor-tung ]
Offices
Kontor-let 2 80 years
Kontor-let 1 .
[ Etage-tre F ] -
|
Etage-tung . Residential
| 120 years
Parcel mur
| . |
0 2 a <] 8 10
. . kgCD;fm","ér
Blue: embodied Red: operational
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Supported by recent Danish cases (SBI 08:2017)
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Reuse/ Recyclmg
Clrcular Economy’?




Many circular strategies targeting different solutions and timescales

kg CO,—aekv/m?
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450

400 )
350 l
300

250 Bygning
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0 / T T T 1
0 20 40 60 80
Upcycling Design for disassembly
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Data needed for all solutions — example:
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Upcycling reused bricks as facade
elements

61% CO, reduction compared to new
bricks

Reuse old bricks

78% CO, reduction compared to new
bricks

Reuse glass from windows in new
windows

97% CO, reduction compared to new
glass in windows
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Design strategies for reducing embodied emissions

« Substitution of materials
» Natural Materials for load bearing structures

* Natural materials
* Recycled & reused materials and components

* Innovative materials
* Reduction of resource use
« Light-weight constructions
* Building form and design of layout plan
» Design for flexibility and adaptability
* Low maintenance and service life extension
* Reuse of building structures
* Reduction of construction stage impacts
+ Design for low end of life impacts
mmm) *© Design for low impact of end-of-life stage

«
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Planetary Boundaries

A safe operating space for humanity

Beyond zone of uncertainty (high risk)
M In zone of uncertainty {increasing risk)
Below boundary (zafe)
B Boundary not yet quantified

Steffen et al. (2015). Planetary boundaries: Guiding

human development on a changing planet. Science
Grafik: Globaia




Absolute environmental sustainability — climate change

100
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Share of safe operating space occupied

Ref UP TMF IMF AD Q

Assessing building’s absolute environmental sustainability performance using LCA
Pernille Ohms?, Camilla Andersen?, Freja Nygaard Rasmussen®, Morten Rydberg®, Michael

Hauschild®, Morten Birkvedd, Harpa Birgisdottir®
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We also need to
thlnk abOUt the SIZEa u u =
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We all need t ork together on ths task

Fridays for Future, Ljubljana September 27th 2019
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